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Diagnostic / Testing

AP0037	 Pressure Test Kit
Notes: Used to test low–pressure fuel and oil systems. Also used to perform a 
leak test on high–pressure oil systems.

Year Range:	 Application:
1994–2003	 Ford 7.3L
2003–2010	 Ford 6.0L
2006–2010	 Ford 4.5L LCF
1994–2004	 Navistar T444E
2003–2007	 Navistar VT365
2006	 Navistar VT275
2007–2010	 Navistar MaxxForce 5 
 
 
 
 
 
 

AP0074	 Injector Test Kit
Notes: Used in testing Ford 6.4L and Navistar MaxxForce 7 (pre–2010 emissions)  
injectors on the Bosch EPS 205 Test Bench. 
 
 
 
 

AP0075	 Injector Test Kit O–ring
Notes: Replacement O–ring for AP0074 Injector Test Kit. 
 
 
 
 

Disassembly / Assembly   

AP0017	 G2.8 Injector Connector Removal Tool
Notes: Used for the removal of the PPT G2.8 Injector (AP60900/800 and AP60901/801) 
from the engine.

Year Range:	 Application:
2003–2010	 Ford 6.0L
2006–2010	 Ford 4.5L LCF
2003–2007	 Navistar VT365
2006	 Navistar VT275
2007–2010	 Navistar MaxxForce 5

https://df-order.disnet.com/en-us/ap0037-app3088?returnurl=%2fen-us%2fsearch%3fq%3dap0037
https://df-order.disnet.com/en-us/ap0074-app3057
https://df-order.disnet.com/en-us/ap0075-app3054
https://df-order.disnet.com/en-us/ap0017-app3108


TOOLS

alliantpower.com 147

continued   Disassembly / Assembly   

High–Pressure Oil Rail Socket	 AP0069
Notes: Required for installation of AP0070 High–Pressure Oil Rail Seal Kit.

Year Range:	 Application:
2003–2010	 Ford 6.0L
2006–2010	 Ford 4.5L LCF
2003–2007	 Navistar VT365
2006	 Navistar VT275
2007–2010	 Navistar MaxxForce 5

Oil Rail Adapter Socket	 AP0148
Notes: Used for the removal and installation of AP0149 High–Pressure Oil Rail Adapter.

Year Range:	 Application:
2004–2006	 Navistar DT466
2007–2014	 Navistar MaxxForce DT / 9 / 10
2015–2017	 Navistar N9 / N10

Fuel Injector Harness Tool	 AP0077
Notes: Used in disconnecting AP63515 and AP63516 Injector Harness.

Year Range:	 Application:
2008–2010	 Ford 6.4L
2008–2014	 Navistar MaxxForce 7

Glow Plug Harness Tool	 AP0078
Notes: Used in disconnecting the glow plug harness. 

Year Range:	 Application:
2003–2010	 Ford 6.0L, Navistar VT365 

Quick Release Coupler Tool	 AP0079
Notes: Used in disconnecting the high–pressure oil lines. 

Year Range:	 Application:
2003–2010	 Ford 6.0L, Navistar VT365 
 

Fan Clutch Nut Wrench	 AP0080
Year Range:	 Application:
1994–2003	 Ford 7.3L
2003–2010	 Ford 6.0L
2008–2010	 Ford 6.4L
2010–2015	 Ford 6.7L
2006–2010	 Ford 4.5L LCF

Fan Pulley Holding Wrench	 AP0081
Year Range:	 Application:
1994–2003	 Ford 7.3L
2006–2010	 Ford 4.5L LCF

https://df-order.disnet.com/en-us/ap0069-app3062
https://df-order.disnet.com/en-us/ap0148-app4551
https://df-order.disnet.com/en-us/ap0077-app3052
https://df-order.disnet.com/en-us/ap0078-app6830
https://df-order.disnet.com/en-us/ap0079-app3050
https://df-order.disnet.com/en-us/ap0080-app6829
https://df-order.disnet.com/en-us/ap0081-app6828
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Disassembly / Assembly   continued

AP0082	 Fan Pulley Holding Tool
Year Range:	 Application:
2003–2010	 Ford 6.0L 
 
 

AP0089	 Fan Clutch Wrench Kit
Year Range:	 Application:
1994–2003	 Ford 7.3L
2003–2010	 Ford 6.0L
2008–2010	 Ford 6.4L
2010–2015	 Ford 6.7L
2006–2010	 Ford 4.5L LCF 
 
 
 
 
 
 

AP0096	 Injector Removal Tool
Year Range:	 Application:
2011–2017	 Ford 6.7L 
 
 
 
 
 
 
 
 
  
 
 
 
 

https://df-order.disnet.com/en-us/ap0082-app3047
https://df-order.disnet.com/en-us/ap0089-app3040
https://df-order.disnet.com/en-us/ap0096-app3036
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Cleaning / Prep

Injector Brush Kit	 AP0083
Year Range:	 Application:
2003–2015	 Dodge/Cummins 5.9L, 6.7L 
 
 
 

Injector Brush Kit	 AP0084
Year Range:	 Application:
1994–2003	 Ford 7.3L
1994–2014	 Navistar T444E, DT466, MaxxForce DT / 9 / 10 / N9 / N10
1998–2006	 Caterpillar 3126, C7, C9 
 

Injector Brush Kit	 AP0085
Year Range:	 Application:
2003–2015	 Ford 4.5L LCF, 6.0L, 6.4L, 6.7L
2003–2014	 Navistar VT365, VT275, MaxxForce 5 / 7
2003–2015	 GM 6.6L
2001 and Later	 John Deere 4.5L/6.8L, 8.1L, 9.0L HPCR 
2001 and Later	 Isuzu 4HK1, 6HK1 HPCR

Diagnostic Tools

For more information on Diagnostic Tools please visit alliantpower.com

https://df-order.disnet.com/en-us/ap0083-app3046
https://df-order.disnet.com/en-us/ap0084-app3045
https://df-order.disnet.com/en-us/ap0085-app3044



